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WELCOME 

 
Thank you for choosing Voyager Electric Vehicles. 
 
This Owner’s Guide provides important information for the safe operation, maintenance, and 
care of your 2024-2026 Patriot. Before operating your vehicle, read this guide completely and 
become familiar with all controls and safety instructions. 
 
Improper operation or maintenance can result in vehicle damage, serious injury, or death. 
Voyager vehicles are designed for recreational and light utility use. Always operate your 
vehicle responsibly and in accordance with all local laws and regulations. 
 
Voyager Manufacturing Group, LLC reserves the right to make design or specification changes 
without notice. 

 
 

 
Contact Information: 

Phone: 470-945-4653 (GOLF) 

Email: info@voyagerev.com 
 
 

 
 
 
 
 
 
Voyager Manufacturing Group reserves the right to change the design, features and/or 
explanations of the vehicle without responsibility to make the changes on units purchased 
before changes were made. The information in this manual is a reference and can change 
without notice. 

All information in this Owner’s Guide is based on the latest product information at the time of 
publication. Due to constant improvements in the design and quality of production components, 
some discrepancies may be found between your vehicle and the information presented in this 
publication. The content in this publication is intended for reference use only. The manufacturer 
is not liable for omissions or inaccuracies. Any reprinting or reuse of the content in this 
publication, whether whole or in part, is expressly prohibited. 

 
Printed in the USA 
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WARRANTY AND REGISTRATION 

Your vehicle must be registered within 30 days of purchase to activate warranty coverage. 

Both the golf cart and the battery system must be registered separately. 
Failure to complete both registrations may result in delayed or denied warranty coverage. 

Registration assistance is available through your authorized Voyager dealer. 
It is the buyer’s responsibility to ensure all required registrations are completed. 
 
Warranty Coverage Period 
Voyager Electric Vehicles are covered under a Limited Warranty of 2 years or 2,000 miles, 
whichever occurs first. 

Warranty coverage begins on the original date of purchase and applies to the original retail 
purchaser and is not transferable to subsequent owners. 

Warranty Claim Requirements 
To submit a warranty claim, the following are required: 

a.) Serial Number (not VIN)  
b.) Date of Purchase  
c.) Current Mileage  
d.) Photos or video of the issue  

Incomplete claims may result in delays in processing. 

Warranty Labor Policy 
Warranty labor reimbursement is provided only to authorized Voyager dealers and is not 
provided for all components.  
Labor will not be reimbursed to customers or unauthorized service providers. 
All warranty repairs should be performed by an authorized Voyager dealer unless prior approval 
is provided by Voyager Manufacturing Group, LLC. 
Voyager Manufacturing Group, LLC reserves the right to review and approve labor claims based 
on repair authorization, documentation, and dealer involvement. 

 
Additional Warranty Terms 
Warranty labor applies to major components only and does not include: 

a.) Diagnostics  
b.) Pickup or delivery  
c.) Minor repairs (switches, trim, small parts)  

Use of non-approved parts or unauthorized modifications may affect warranty coverage. 
Battery warranty is provided by the battery manufacturer and may require separate approval 
and processing. 
For all warranty claims and support, please contact your authorized Voyager dealer. 
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BATTERY PROLONGED STORAGE 
Improper storage can result in permanent battery damage or loss of capacity. 
To protect the battery during extended periods of non-use: 

 Do not store the battery in a fully discharged state  
 Maintain an appropriate state of charge during storage  
 Avoid prolonged exposure to extreme temperatures  
 Do not exceed recommended storage durations  

Failure to follow proper storage guidelines may result in reduced battery performance or 
permanent damage that is not recoverable. 

 

STORAGE PREPARATION 
Proper storage is important to maintain battery health and overall vehicle performance. 
Before storing your vehicle: 

1. Turn the key switch OFF and remove the key  
2. Turn the battery OFF using the main power button  
3. Place the vehicle in RUN/STORAGE mode (or “O” position)  
4. Store the vehicle in a dry, covered environment  

Voyager Recommendation 
Battery specifications, charging limits, storage recommendations, temperature 
thresholds, and maintenance procedures may vary by battery manufacturer and 
battery model. Always refer to the battery manufacturer’s official documentation 
for the most current and detailed operating instructions. 

For best results, store the vehicle in a temperature-controlled environment whenever possible. 
Lithium batteries are sensitive to temperature conditions, especially during charging. 
Most lithium battery systems will not accept a charge when battery temperature is at or below 
32°F (0°C). 
If the vehicle has been stored in cold conditions: 

 Allow the battery to warm to a safe temperature before attempting to charge  
 Do not force charging in freezing conditions  

Following these guidelines will help prevent battery damage and ensure reliable performance. 
 

Minimum charging temperatures, low-temperature protection behavior, and 
battery management system (BMS) functions differ between battery manufacturers 
and battery generations. Refer to the battery manufacturer’s documentation for 
exact operating parameters applicable to your vehicle.
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GENERAL SAFETY 
 

Safe and responsible operation is essential to prevent injury and maintain control of the vehicle. 
Failure to follow these guidelines may result in serious injury or death. 

 Only operate the vehicle if you are familiar with its controls and operation  
 The operator should meet all applicable legal requirements for operation  
 Always keep both hands on the steering wheel while driving  
 Always keep both feet inside the vehicle  
 Check surroundings before starting, moving, or reversing  
 Ensure the direction selector is in the correct position before accelerating  

Driving Guidelines 
 Drive at speeds appropriate for terrain and conditions  
 Reduce speed before turning  
 Use extra caution on wet, loose, or uneven surfaces  
 Travel straight up or down slopes—avoid driving across slopes  
 Use brakes to control speed when descending hills  

Before Each Use 
 Perform a visual inspection of the vehicle  
 Confirm proper brake operation  
 Verify sufficient battery charge  

Prohibited Operation 
Do not operate the vehicle: 

 Under the influence of drugs or alcohol  
 With more passengers than the rated capacity  
 In a reckless or unsafe manner  
 On public roads unless specifically permitted and properly equipped  

Operation without proper awareness of surroundings and conditions increases the risk of 
accident or injury. 

 
VEHICLE CLASSIFICATION & INTENDED USE 
This vehicle is designed and assembled in the United States of America (USA). All specifications 
and standards referenced in this guide are based on applicable U.S. requirements unless 
otherwise noted. 
All service, repairs, and replacement components must be performed using original 
specifications and approved parts to maintain proper vehicle performance and compliance. 
 
Vehicle Classification 
This vehicle is sold and configured as a golf cart intended for off-road and private property use, 
unless it has been specifically equipped and designated as a Low-Speed Vehicle (LSV) at the time 
of sale. 
Vehicles not designated as LSVs: 

 Are not intended for use on public streets, roads, or highways  
 Do not meet Federal Motor Vehicle Safety Standards for roadway vehicles  
 May be restricted from public road use depending on local laws  

Always check applicable state and local regulations before operating this vehicle. 
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Low-Speed Vehicle (LSV) Designation 
If this vehicle has been properly equipped and designated as an LSV, it must be operated in 
accordance with all applicable federal, state, and local laws. 
LSV operation may require: 

 A valid driver’s license  
 Vehicle titling and registration  
 Compliance with roadway equipment requirements  

Voyager Manufacturing Group, LLC only recognizes vehicles as LSVs when they are properly 
configured, documented, and designated as such at the time of sale. 
 
Modification Notice 
Certain modifications or configurations may allow the vehicle to operate at speeds of 20 mph or 
greater, which may result in reclassification under federal law as a Low-Speed Vehicle (LSV). 
When a vehicle is modified or configured for public road use, the party performing or 
authorizing the modification (dealer, distributor, or customer) may be responsible for ensuring 
compliance with applicable federal and state requirements, including: 

 Installation of required safety equipment (DOT-approved windshield, lighting, 
 mirrors, seat belts, horn, etc.)  

 Assignment of a Vehicle Identification Number (VIN)  
 Compliance with Federal Motor Vehicle Safety Standard (FMVSS) 571.500  
 Titling and registration in accordance with state law  

Unauthorized or improper modifications may result in non-compliance, unsafe operation, and 
may affect warranty coverage. 
 
Regulatory Reference 
Information regarding Low-Speed Vehicle requirements can be found in Title 49 of the Code of 
Federal Regulations, Section 571.500, available at: 
www.ecfr.gov 
 
Important Safety Notice 
Vehicles may be used in ways beyond their intended design. It is not possible to anticipate all 
conditions or misuse scenarios. 
Safe operation depends on: 

 Good judgment  
 Awareness of surroundings  
 Responsible driving practices  

No instruction or warning can replace safe and responsible operation. 
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Warning and Operation Label 
Located on the golf cart body on driver’s side. 
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Run/Storage – Tow Warning Label 
Located on the Run/Storage-Tow cover on the passenger side below the seat. 

 

 
Charging Warning Label 
Located on the driver’s side golf cart body. 
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Drive Weight and Rollover Warning Label 
Located on the driver’s side golf cart rear seat kit side plastic. 

 

Pinch Point Warning Label 
Located on the rear seat kit plastic. 

 

 
Maximum Weight Capacity 

 

Exceeding the weight capacities can cause loss of vehicle control and possible injury or death. 
Do not exceed the maximum vehicle weight capacity (includes weight of operator, passenger, 
cargo and accessories). 

 
 

600 lbs. Maximum Vehicle Weight Capacity - Four (4) Passenger Configuration 

900 lbs. Maximum Vehicle Weight Capacity - Six (6) Passenger Configuration 
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Tire Pressure 
 

Improper tire pressure or uneven tire pressure can cause loss of vehicle control and 
possible injury or death. 

Maintaining correct tire inflation pressure is essential for safe vehicle operation. You can vary 
the inflation pressure within the recommended range to suit the condition of the terrain. 

 

TIRE PRESSURE RANGE TERRAIN CONDITIONS RECOMMENDATION 

18-22 psi (23x10.0-14) hard surfaces or 
pavement 

Inflate to higher pressure within the 
range; never exceed maximum 
pressure indicated. 

28-32 psi (215/50-12) soft terrain or turf Inflate to lower pressure within the 
range to reduce potential damage to 

  the terrain or turf. 

 

OPERATOR SAFETY 
 

Safe and responsible use of this vehicle is necessary to prevent dangerous conditions for 
the operator, passengers, and other people in the area of operation. This section of the 
manual provides information on the safe operation of the vehicle. Make sure you read, 
understand, and comply with this information to decrease the risk of personal injury or 
death. 

 

 
Serious injury or death can occur if you do not follow the instructions and procedures 
shown in this Owner’s Guide. 

• Read this entire manual and all product labels carefully. Follow the safety 
information and operating procedures described. 

• Operate your vehicle responsibly to prevent dangerous conditions for 
the operator, passengers, and other people in the area of operation. 

• Operate your vehicle responsibly and keep the vehicle in safe condition of operation. 
• A damaged vehicle, or a vehicle that is not functioning properly, is 

dangerous and must not be operated until repairs are made. 
• Keep feet, legs, hands, and arms inside the vehicle at all times. 
• The driver must keep both hands on the steering wheel and both feet on 

the floor or pedals. 
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• Inspect the vehicle before each use to make sure it is in safe operating 
condition. Perform the daily inspection described in this manual. See page 21. 

• Always have the vehicle checked by an authorized dealer if it is involved in an accident. 
• Remove the key when the vehicle is not in use to prevent accidental 

starting or unauthorized use. 
• Drive the vehicle at appropriate speeds for the terrain and conditions. Be 

aware of environmental conditions that change the terrain and your ability 
to control the vehicle. 

• Do not drive on excessively steep hills. Evaluate the terrain before descending 
a hill. Drive slowly and deliberately. Use the brake to limit speed and maintain 
control. Sudden braking or turning can cause loss of vehicle control. Drive 
straight up or down the hill; do not drive across the hill. 

• Operate only in approved areas. Follow all applicable safety rules for the area. 
• Avoid driving on terrain that is too rough for your vehicle’s capabilities and your 

driving skills. 
• Before you drive in the reverse direction, make sure the area behind the 

vehicle is clear. Accelerate slowly and avoid making sharp turns. 
• Make sure the direction selector is in the correct position before you press the 

accelerator pedal. 
• Decrease speed before and during turns. 
• Decrease speed when driving on wet or slippery surfaces. 
• Bring the vehicle to a complete stop before you move the direction selector. 
• Do not exceed the cargo or vehicle weight capacities. Do not exceed the 

occupant capacity. See VEHICLE SPECIFICATIONS on page 10 for the vehicle 
load and seat capacity. 

• If there is a risk of lightning, leave the vehicle and look for a safe location to 
wait until the lightning has stopped. Additional information about safety is 
included throughout this manual. 

Unauthorized Operation 
 

Any person who does not have a valid driver’s license is not permitted to operate the vehicle. 
Any person who is below the height of 59 in. is not permitted to operate the vehicle. 

Leaving the key in the ignition allows unauthorized operation of the vehicle by an unlicensed 
driver or someone who does not meet the height requirement. Always remove the ignition key 
when the vehicle is not in operation. 

Operating without Instruction 

Operation of this vehicle without proper instruction increases the risk of an accident. 
The operator must understand how to operate the vehicle correctly in different 
situations and on different types of terrain. 
All operators must read, understand, and comply with all Warning and Instruction 
Labels before operating the vehicle. 
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Alcohol or Drugs 

Operation of the vehicle during or after consuming alcohol or drugs can adversely affect 
operator judgment, reaction time, balance, and perception. 
Never drink alcohol or use drugs or medications before or during operation of the 
vehicle. 

 
Before Operating 
Perform the DAILY INSPECTION on page 22 before each use to make sure the vehicle is in safe 
operating condition. Failure to inspect and confirm that the vehicle is safe to operate increases 
the risk of an accident. 
Follow all inspection and maintenance procedures and schedules described in this Owner’s 
Guide. See MAINTENANCE on page 23. 

 ONLY authorized people should drive your Voyager Electric Vehicle. 
 ONLY drive your Voyager Electric Vehicle from the driver’s side. 
 ONLY drive your Voyager Electric Vehicle in areas where the vehicle is allowed by law or 

local regulations and under safe conditions. 
 DO NOT allow more people than the recommended capacity on your Voyager Electric 

Vehicle. 
 DO NOT overload your Voyager Electric Vehicle under any circumstances. This can result 

in motor damage, loss of control of vehicle, danger to both driver and passengers. 
 DO NOT operate your Voyager Electric Vehicle under the influence of alcohol or drugs, 

or medications that impair vision or judgement. 
 DO NOT climb any slope or go down any slope beyond the gradeability of your Voyager 

Electric Vehicle. 
 DO NOT overtake any other vehicles at crossroads, in low vision areas, or in any other 

dangerous areas. 

While Operating the Voyager Electric Vehicle 
 

 KEEP your entire body inside the vehicle, stay seated, and hold on while the vehicle is 
moving. 

 DO NOT start the vehicle until all occupants are safely seated. 
 ALWAYS keep your hands on the steering wheel and your eyes on the path ahead, if you 

are the driver. 
 ALWAYS back up slowly and look behind you before backing up. 
 AVOID starting or stopping suddenly. 
 AVOID turning the steering wheel too sharply at a high speed. 
 ALWAYS drive slowly up or down inclines and hills. 
 DO NOT make any modifications or additions to your Voyager Electric Vehicle which 

may affect the capacity or safety of your Voyager Electric Vehicle. 
 DO NOT allow children to play on the vehicle. Children should be seated between adults 

while the vehicle is moving. 
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Operating With Passengers or Cargo 
The weight of cargo and occupants affects vehicle operation. Carefully calculate how the 
vehicle is loaded and how to safely operate it. 
Do not exceed weight capacities specified for your vehicle. Capacities are listed in MAXIMUM 
WEIGHT CAPACITY on page 10 of this manual, and on the label affixed to the rear seat deck. As 
passenger weight increases, cargo weight needs to be adjusted to ensure the maximum vehicle 
weight capacity is not exceeded. 

 
Driving in Reverse 
Make sure the area behind the vehicle is clear before operating in reverse. After making sure it 
is clear and safe to operate in reverse, accelerate slowly. Avoid making sharp turns in reverse. 

 
Driving a Damaged Vehicle 
Driving a damaged vehicle is not safe. 
If your vehicle has been involved in any type of accident, have it inspected by a qualified 
service dealer to verify that it is safe for operation. 

 
Driving at Maximum Speeds 
Maximum speed operation increases risk of loss of control. Always drive at a speed that is 
appropriate for the terrain, visibility, operating conditions, and your skill and experience level. 
Use the brake to control speed and maintain control of the vehicle. 

 
Driving on Different Surfaces 
Driving the vehicle on different surface types can affect handling characteristics of the vehicle. 
When driving on a dirt road, loose surface or wet grass, the distance required to stop the 
vehicles will increase. 

 
Driving on Public Roads 
Driving this vehicle on public streets, roads or highways could result in a collision with another 
vehicle. Never drive this vehicle on any public street, road, or highway, including dirt and 
gravel roads, unless they are designated for off-road use. Most areas prohibit the operation of 
this vehicle on public streets, roads or highways, and can result in traffic violations and fines. 

 
Turning 
Improper or careless turning can cause loss of traction, loss of control, accident, or rollover. Do 
not turn quickly or at sharp angles. Do not turn at high speeds. Practice turning at slow speeds 
before attempting to turn at faster speeds. 
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Driving Uphill 
Do not climb hills that are too steep for the vehicle or your driving abilities. Loss of vehicle 
control or rollover can result from climbing hills incorrectly. 

 
Driving Downhill 
Inspect the terrain before descending a hill. Avoid driving across hills. Use the brake to limit 
speed and maintain control. Loss of vehicle control or rollover can result from driving downhill 
incorrectly. 

 
Stalling on a Hill 
A rollover can result from stalling or rolling backward while climbing a hill. Drive uphill at a 
constant speed. 

 
Tires 
Operating the vehicle with incorrect tires or with incorrect or uneven tire pressure can cause 
loss of control or an accident. Always use the size and type of tires specified for the vehicle. 
Always maintain correct tire pressures as specified in Tire Pressure on page 11. 

 
Slippery Terrain 
Driving on rough, wet, or loose terrain increases the risk of loss of traction or control, accident 
or rollover. Drive slowly and use correct turning procedures when operating on slippery 
surfaces. 
Tires that have lost traction, and then regain traction suddenly, can cause loss of vehicle 
control or rollover. 

 
Battery Charging 
Charging should be performed when ambient temperatures are between 32°F and 131°F (0°C 
and 55°C). The battery pack is recommended to be charged or topped off after every use. 
The battery management system (BMS) and charger cooperate to make sure that charging 
occurs at the proper rate for the battery temperature. When the power extension cord is 
connected to the vehicle, it will determine the charge rate based on the battery temperature 
and battery current state of charge. NOTE: The charger will not operate under 32°F (0°C). 
Before charging the golf cart, turn the key to the OFF position and remove it from the vehicle. 
Inspect the charger cord for cracks, frayed wires, or loose connections. If damaged, replace it. 
Inspect the vehicle charger receptacle and charger plug for dirt, debris, or damage. Clean if 
necessary and replace immediately if damage is found. 
Only charge the golf cart using a dedicated 15-20 amp wall outlet using the provided extension 
cord. Other extension cords might cause improper connection to the charge receptacle and is 
not recommended. 
To begin charging the golf cart, connect the charger cord to the vehicle receptacle. 
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NOTE: It is recommended to run the extension cord through the steering wheel to warn any 
person that the golf cart is plugged in and being charged. Never turn on or drive the golf cart 
while it is plugged into the wall. 
When the golf cart charge reaches 100%, a green light will also show on the side of the charger 
located under the seat. Unplug the power extension cord when the charge is completed. 
The lithium battery pack can be plugged in for “partial” charge cycles as well as “full” charge 
cycles. When the battery pack is finished charging, disconnect the charger cord from the 
vehicle. If disconnecting before the charge cycle is complete, it is recommended that the 
charger be disconnected from the wall receptacle first, then unplug the charger cord from the 
vehicle receptacle. 
NOTE: The distance the golf cart can be driven is not guaranteed and varies depending on 
many factors including weight, hills, temperatures, and other environmental conditions. 
Practice using the golf cart in various conditions to determine the amount of distance the 
golf cart can achieve. 

 
Vehicle Lifting 
The vehicle must be on a firm and level surface for lifting. Remain constantly aware that the 
vehicle is not stable during the lifting process. Do not get under a vehicle until you verify that it 
is stable on the jack stands. Never get under a vehicle while it is on a jack only. Put wheel 
chocks in front and behind the wheels that are not being lifted. Do not allow anyone to remain 
or climb on the vehicle at any time during the lifting process. 

 
Vehicle Modification 
Do not install any accessory not approved by Voyager Electric Vehicles. Do not modify the 
vehicle to increase speed or power. Any modifications or installation of accessories not 
approved by Voyager Electric Vehicles can create a safety hazard and increase the risk of 
injury. 
The warranty will be terminated if the vehicle is modified to increase vehicle speed or power. 
The warranty may be terminated if original (or equivalent) replacement parts are not installed 
on the vehicle. 
The addition of some accessories can change the handling characteristics of the vehicle. Use 
only Voyager Electric Vehicle approved accessories, and familiarize yourself with their function 
and effect on the vehicle. 

 
Maintenance Safety 
Routine and scheduled maintenance of this vehicle is necessary to keep your vehicle in safe 
and reliable condition. This section of the manual provides safety information for performing 
maintenance on your vehicle. Make sure you read, understand, and comply with all this 
information to decrease the risk of personal injury or death. 
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Serious injury or death can occur if you do not follow the instructions and procedures 
shown in this Owner’s Guide. 

Read this entire manual and all product labels carefully. Follow the procedures and comply with 
the safety information in this manual while performing vehicle service or maintenance. 
Use the tools shown in the tool list and wear the specified safety equipment when performing 
vehicle service or maintenance. 
Remove all jewelry before you service the vehicle. 
Do not allow loose clothing or hair to contact the moving parts. 
Do not touch hot objects. 
The drive wheels must be lifted and supported on jack stands before you perform any service to 
the powertrain while the motor is in operation. 
Use wheel chocks and support the vehicle on jack stands. NEVER get under a vehicle that is 
supported by a jack. Following the instructions at VEHICLE LIFTING on page 16. 
When you service the vehicle, always wear eye protection. 
Wear a face shield when working around the battery pack. 
Be careful when working around batteries, using solvents or compressed air. 
Use insulated tools within the battery area to prevent sparks or battery explosion. 
To prevent the risk of battery explosion, keep all flammable materials, open flames, or sparks 
away from the battery. 
Maintain constant awareness that some components are heavy, spring loaded, corrosive, 
explosive, can cause high amperage, or get extremely hot. 
After you make repairs or do maintenance, test the vehicle in a safe area that is free from 
vehicle and pedestrian traffic. 

CONTROLS 
 

NOTICE: 12V accessories must be connected to the DC to DC converter. 

Key and Light Switch (see Figure 1) 

The Key Switch is a two-position switch.  
• OFF – Vehicle is disabled. (First position) 
• ON – (Second position by turning key clockwise) activates the vehicle, activates electronics 

and accessory power. 
• LIGHTS ON – (is a toggle switch located to the right of the Key Switch) turns the running lights 

on. 
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Hazard Light Switch (see Figure 1) 

The Hazard Light Switch is a two-position switch. 
• Upper – Off 
• Lower – On 

 
State of Charge (see Figure 1) 
The State of Charge (SOC) is on the dash panel beside the Instrument Panel Display. It indicates 
the amount of usable power in the batteries, with 100% indicating a full charge on the battery 
pack and E indicating low charge. The SOC will decrease as the battery is used. It is 
recommended to charge the golf cart after each use. It is not recommended to drain the battery 
to 0% before each charge. It is also recommended to keep the battery over 25% as a good rule 
of thumb. This will prevent running out of battery power. 

 

 
Figure 1: Front Dash (Patriot Model) 

Forward/Neutral/Reverse Switch (see Figure 1) 

The FORWARD/NEUTRAL/REVERSE Switch is a three-position switch. 
• Upper – Allows the vehicle to be driven in the Forward direction. 
• Center – Allows the vehicle to be in Neutral, which allows the golf cart to startup. 

NOTE: The golf cart must be turned on in the Neutral (Center) selected position. If not, the golf cart 
will enter a safe-mode and will sound an alarm indicating the golf cart needs to be cycled to the 
Neutral position before going in Forward or Reverse. 

• Lower – Allows the vehicle to be driven in Reverse and activates the reverse warning indicator and the 
reverse camera function.  

• Some of the vehicles are equipped with a Turn-Knob style directional selector. This style does allow 
two speed modes. 

 
USB Port (see Figure 1) 

A USB port is located on the center console (to the right of the Key Switch). With the key switch in 
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the ON position, the USB port supplies power to electronic devices via a USB cable (not supplied). 
There is a secondary USB port that connects directly to the multi-Media LCD touchscreen. This 
USB is in the passenger side glove box.  

 

 

Excessive use of accessories that are connected to the outlet can drain the battery. 
 

Steering Wheel 
The steering wheel allows the driver to control the direction of travel. 

 
Accelerator Pedal 
The accelerator pedal is the right pedal on the floorboard. It activates the motor and controls 
the acceleration of the vehicle. 
Apply slow and steady pressure to the accelerator pedal to increase vehicle speed. 

 
Brake Pedal 
The brake pedal is the left pedal on the floorboard. 
Press the brake pedal to slow the speed or bring the vehicle to a complete stop. 
 
Parking Brake 
This vehicle is equipped with an ActivBrake™, an automatic parking brake that is activated 
when the vehicle is stopped. The brake is released when the vehicle is in the F (forward) or R 
(reverse) position and the accelerator pedal is pressed. The Parking Brake can only be released 
when there is still remaining battery power. If battery power is not connected, or the battery 
supply has drained completely, there is a manual release on the side of the ActivBrake™ (see 
figure 2).  

 
Figure 2: ActivBrake™ (Located on the Passenger Side Rear) 
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Seat Bottom 
The front bench seat is designed for two occupants. 
Lift up on either hip restraint to pivot the seat bottom forward and access the components 
underneath. Remove the screws to completely remove the seat bottom from the vehicle. 

 
Glove Box / Storage Compartment 
The glove box provides storage space for small items. Glove boxes may be equipped with 
optional doors.  
NOTICE: If equipped with the locking glovebox doors, the intention is to be a theft deterrent. 
The locks are not intended to be completely theft-proof.  

 
Canopy Top and Windshield 

 

The canopy top does not provide protection from rollover or falling objects. 

The windshield does not provide protection from tree branches or moving objects. 

NOTICE: To prevent damage to the vehicle, do not hold on to the canopy top struts. Roof 
handles are included to assist getting in and out of the vehicle and not meant to support full 
person weight loads. 

 
The canopy top and windshield provide some protection from the elements, but do not keep 
the operator and passenger dry in heavy rain. 
The canopy top is not designed to provide rollover protection. In addition, the canopy top does 
not protect against falling objects, nor does the windshield protect against flying objects and 
tree limbs. 

 

The canopy top must be secured tightly when transporting. Failure to secure the canopy top 
may result in cracking, or other damage, or cause the top to be torn off. 

The windshield must be transported in the folded down position. If the golf cart is transported 
at speeds over 50 mph, it is recommended to remove the windshield to prevent cracking or 
from being torn off. 



- 22 -  

OPERATION 
 

Safety 

 
Failure to operate the vehicle correctly can result in a collision, loss of control, accident, or 
rollover, and cause serious injury or death. Follow all operation procedures in this section of 
the manual. Read and comply with all safety warnings in the safety section of this Owner’s 
Guide. This is a light-duty vehicle, NOT an All-Terrain Vehicle (ATV). 

 
Before Initial Use 
To guarantee the performance of your Voyager Electric Vehicle and improve its reliability, all 
vehicle parts will experience a period of breaking-in before it works under peak load. Each new 
vehicle takes about 30 days or roughly 600 miles of use before it is considered fully broken-in. 

 
To prepare your new vehicle for operation, complete the following: 

• Remove the protective plastic from the seats (if any remains). 
• Check for possible leaks that may have developed during shipment of the vehicle. 
• Check that tire pressure has been adjusted to the set recommendation based on tire size. 
• Be sure wheel lug nuts have been tightened between 75-85 ft∙lbs. 
• Be sure any bolts that have become loose from shipping are tightened. 
• Check all fluid levels to ensure there is ample brake fluid and rear differential gear oil. 

 

 
Never charge a vehicle near flammable materials, open flame, or sparks. Never 
charge a vehicle near gas water heaters and/or furnaces. 

• Charge the batteries fully. See Battery Charging information on page 16 of this manual. 
• Perform the following daily inspection. 
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Daily Inspection 
Inspect and verify that the vehicle is in safe operating condition before each use to decrease 
the risk of an accident. Check the items in the table to help ensure safe and reliable operation. 

 

Item Check 
Brake system/pedal 

travel 
Check for proper operation. 

Parking brake Ensure vehicle does not roll when the parking brake is engaged. 
Front suspension Inspect. Lubricate if necessary. Check for loose or missing 

hardware. 
Rear suspension Inspect. Lubricate if necessary. Check for loose or missing 

hardware. 
Steering Check for smooth and free operation. 

Tires Check condition and pressure. See page 12. 
Wheel hardware Check for loose or missing hardware. 
Frame hardware Check for loose or missing hardware. 

Fluid leakage Inspect vehicle for leaks. 
Switches Check operation. 

Reverse warning alarm Check operation. 
Headlights Check operation. See page 18-20. 

Brake light / taillights Check operation. See page 18-20. 
 

 
Environmental Awareness 

 
Be careful of potential environmental hazards like steep slopes, rocks, tree branches, etc. 
that could cause an incident and result in vehicle damage, personal injury or death. 

• Always be respectful of the environment. 
• Respect all wildlife and their habitat. 
• Respect private property and comply with all local laws and regulations governing the use of 
golf and light duty utility vehicles. 

• Make sure you are permitted by property owners to operate the vehicle on their property. 
• When equipped as a Low Speed Vehicle (LSV), all federal laws apply to the driver and 
passengers of the vehicle. 

• Lithium Batteries can only be disposed of by approved lithium battery distributors. Do not 
throw lithium batteries in your home trash! 
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MAINTENANCE 

Performing regular maintenance on your Voyager Electric Vehicle is vital to the life span and 
performance of the vehicle. 

 
Your Voyager Electric Vehicle is equipped with an AC motor and is maintenance free. New 
motor bearings are recommended every 5 years. 

 
CONTROLLER 

 

Only qualified electricians should perform maintenance on the controller. 

 

There is no spare part available inside the controller. No attempt should be made to open, 
repair, or otherwise modify the controller. Any attempt to modify the controller will void the 
warranty. 

 
CLEANING THE CONTROLLER 

 
It is recommended that the controller be kept clean and dry, and its fault history file be checked 
and cleared periodically. 

 
Regular cleaning of the controller exterior will help protect it against corrosion and possible 
electrical control issues that can be caused by dirt, grime, and chemicals that are part of the 
operating environment and that are normal parts of buildup on your controller. 

 
HOW TO CLEAN THE CONTROLLER 

 Turn the power key to the OFF position. 
 Remove power by disconnecting the battery. 
 Remove any dirt or corrosion from the connector areas. The controller should be wiped 

clean with a clean, damp cloth. Make sure it is dry before reconnecting the battery. 
 The controller should not be subjected to pressured water flow from either a standard 

hose or a power washer. 
 Make sure connections are tightened but do not over-tighten. 
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MAINTENANCE OF THE REAR AXLE 

It is important to regularly check the rear axle in the event that maintenance needs to be 
performed. 

Before driving it, check to make sure that there is no mud, dirt, or other debris built up on the 
axle so that it is clean and functions properly. 

 
Make sure the axle is clear of any sticks or other objects that can cause damage or cause the 
axle to not function properly. 

 
Make sure there is enough gear oil and if necessary, add oil to the axle. 

Check to make sure all the connections are tight and listen for any unusual sounds coming from 
the axle. 

 
Check the brakes and make sure it isn’t overheated or smelling. If necessary, adjust and repair 
the brake shoes/pads. 

 
Check the disc brakes to make sure they are allowing the wheels to move freely and that the 
pads have sufficient brake life. 

Check to make sure the breather valve is properly ventilating in the event of an oil leak. 
 

Check to make sure that no parts of the brake lines or system are broken, leaking, frayed or 
loose. Replace all necessary parts immediately because this can impact the function of the 
brake system. 

 
The axle should have routine professional maintenance to ensure it is working properly and to 
avoid any injury or harm due to a faulty axle. 

 
There are three levels of maintenance for the axle: 

 First level maintenance ensures that the axle is properly lubricated, and if necessary, 
gear oil is added. 

 Second level maintenance focuses the adjustment and alignment of the axle and adding 
any necessary lubricant. 

 Third level maintenance focuses on repairing, replacing any parts, reassembly of the 
axle and replacing gear oil. 

The axle and all connected parts should be routinely checked to make sure axle maintenance is 
up to date and all parts are in proper working order. 
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Wheel Replacement 
 

Before performing any maintenance on the wheels or wheel parts, please make sure the 
POWER KEY and BATTERY SWITCH are turned to the OFF position. 

Please read the tire manufacturer’s instructions and follow their recommendations. 
Protect your face and eyes from possible exposure to high pressurized air when removing the 
valve cap. Be sure that the tire jack or lift is anchored to the floor. 
Wear safety equipment when lifting your Voyager Electric Vehicle to perform tire replacement 
or maintenance. See other safety recommendations for VEHICLE LIFTING on page 16. 

To Remove the Wheels 

Loosen the wheel lug nuts. 
Use a jack or vehicle lift to elevate the vehicle then fully remove the wheel lug nuts and the 
wheel. 

To Replace the Wheels 
 

Use a jack or lift to elevate the vehicle, then place the tire onto the wheel hub. 
Put the lug nuts on the wheel and tighten by hand, then using a cross sequence pattern, tighten 
them with a torque until all lug nuts are firmly secure and tight. 
Remove the jack or lower the vehicle from the lift. 

 
In the event of a flat tire, remove the wheel and inflate the tire to the maximum recommended 
pressure for the tire. Immerse the tire in water if you cannot easily locate the source of the 
leak, mark with chalk and then plug the tire according to the manufacturer’s specific 
instructions. 

Brake Adjustment 
 

If you have any problems with the brakes, please consult your dealer right away. Brake failure 
can result in serious accidents, bodily injury, or damage to your Voyager Electric Vehicle. 

 
The brakes on this vehicle are hydraulic driven. 

Before you operate your Voyager Electric Vehicle, please press down on the brake pedal several 
times to make sure the brakes are functioning properly. 
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Thank you for choosing Voyager Electric Vehicles. This concludes the Owner’s Guide for Starting 
Model Year 2024 through 2026. 

 

 
CONTACT INFORMATION 

 
Voyager Manufacturing Group, LLC 
110 N 85 Parkway             
Fayetteville, GA 30214 

 
North America: 
Technical Assistance and Warranty Support Phone: 470-945-4653 (GOLF) 
Email: info@voyagerev.com 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 


